PROP.
¢

3.0 m BIKE TRAIL

0.6 m 1.5 m 1.5 m 0.6 m
DETAIL “A”

2% 2% / 2% 2%

~— 7 ——— - — "'
o> } 3

03 m

060 m l [___0.3 m @ «J
(@ ® O 10

PROPOSED TYPICAL SECTION

STA. 154800 TO STA. 15+802
STA. 154873 TO STA. 16+452
STA. 164574 TO STA.

STA. 164835 TO STA. 174066

BM#4,, EL. 207.220

A BRONZE DISK MONUMENT IN CONCRETE
BASE OF TRAFFIC CONTROL LIGHT

STAMPED “DUPAGE COUNTY MAPS AND PLATS”.
SOUTHWEST CORNER OF INTERSECTION

OF NORTH AVE AND VILLA AVE.

58.0 FEET SOUTH OF THE CENTER LINE

OF NORTH AVE AND 58.6 FEET WEST OF

THE CENTER LINE OF VILLA AVE.

16+756.1
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% FOR SPECIAL DITCH DETAILS
SEE CROSS SECTIONS

STA. 154802 TO STA. 154873 - PROPOSED BRIDGE
STA. 164756.1 TO STA. 164835 - EXISTING PAVEMENT
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RAILING LINE STA. TO STA.
| IDOT PROJECT NO. M-8003(227)
I SALT CREEK GREENWAY TRAIL
PROP. CONTRACT NO. 63154
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PROPOSED TYPICAL SECTION

NORTH AVENUE

LEGEND:

(D AGGREGATE BASE COURSE, TYPE B, 150 mm
(2) BITUMINOUS MATERIALS (PRIME COAT)
(3) HOT-MIX ASPHALT SURFACE COURSE,
MIX ““C, N50, 50 mm P
(@ 150 mm TOP SOIL AND SEEDING CLASS 4A o
(5) PAINT PAVEMENT MARKING, 100 mm YELLOW
(&) EXISTING GROUND S
(7) GEOTECHNICAL FABRIC FOR GROUND STABILIZATION |
(% SEGMENTAL CONCRETE BLOCK WALL
(9) EXISTING SIDEWALK TO BE REMOVED
(0 150 mm TOP SOIL AND SEEDINT, CLASS 1B
(D) EARTH EXCAVATION
(1D SUITABLE EMBANKMENT MATERIAL (NO TOPSOIL}
(3 LIMESTONE TRAIL SCREENINGS, 50 mm
@8 PCC SIDEWALK 150 mm
(9 AGGREGATE BASE COURSE, TYPE B, 100 mm
(0 EROSION CONTROL BLANKET
() POROUS GRANULAR EMBANKMENT, SUBGRADE 300 mm

EXISTING PIER *\l
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SALT CREEK
(WATER LEVEL

NOTE:

A 4:1 SLOPE.

STA. 16+452 TO STA. 164500
STA. 164535 TO STA. 16+574
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PROPOSED TYPICAL SECTION
STA. 164500 TO STA. 164535

EROSION CONTROL BLANKET SHALL BE INSTALLED
ON ALL EXPOSED SURFACES GREATER THAN OR EQUAL TO

STA. 16+430 TO
STA. 16+630

SLOPEWALL

_ ~/\—
T K v EXISTING CONC.

N PROP. CONC. GUTTER, TY B
\; PROPOSED

RETAINING WALL

i g
B)0el CHICAGO, 1L 6060§

100 S. WACKER DR., SUITE 500 TEL (312) 933-1000

FAX (312) 939-4198
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Added Eroslon Blanket

11/2/06

VILLAGE OF ADDISON
SALT CREEK GREENWAY TRAIL
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